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TG-16

FEATURES

Electronic lid lock,controlled by independent motor.
Automatic rotor recognition to prevent over-speed.

Elastic rotor lock method,it’s convenient and fast to change rotor.

Automatic fault diagnosis and record.

5-stage centrifugation is available.

Can store 1000 usage records,which can be exported via USB.
Can set password to lock the machine to prevent misoperation.
Steel housing and stainless steel chamber

RCF can be set directly without RPM/RCF conversion.
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Can change parameters under operation.

40 levels acceleration and deceleration;can set and store 1000 programs.

Three axis gyroscope to detect imbalance in the whole operation process.

Variable frequency motor,maintenance free; LCD touch screen for viewing and setting parameters.

TECHNICAL PARAMETER

16500rpm 24760xg 6x100mI(8000rpm)

TG-16

<60dB(A) 220V 50Hz 10A 445x360x315

+10 r/min

29Kg

15-99h59m59s

500W

ROTOR PARAMETER

No.1

Rotor: Fixed Angle Rotor
Capacity: 12x1.5/2.2ml
Max Speed: 16500r/min
Max RCF: 19000xg
Tube Size: ®11x42mm

No.4-2

Rotor: Fixed Angle Rotor
Capacity: 36x1.5/2.2ml
Max Speed: 13000r/min

Max RCF: 15630xg
Tube Size: ®11x42mm

No.6-1

L9

Rotor: Fixed Angle Rotor
Capacity: 4x100ml
Max Speed: 10000r/min
Max RCF: 11020xg
Tube Size: ®37x123mm

No.6-4

Rotor: Fixed Angle Rotor
Capacity: 24x10ml

Max Speed: 10000r/min
Max RCF: 11020xg
Tube Size: ®16x86mm

Rotor: Fixed Angle Rotor

Capacity: 4x0.2ml PCR Strip

Max Speed: 13000r/min
Max RCF: 14640xg

Rotor: Fixed Angle Rotor
Capacity: 12x5ml

Max Speed: 15000r/min
Max RCF: 18240xg
Tube Size: ®14x54mm

No.5-1

¥

Rotor: Fixed Angle Rotor
Capacity: 6x50ml conical Bottom
Max Speed: 12000r/min

Max RCF: 15700xg

Tube Size: ®29x116mm

No.6-2

o)

Rotor: Fixed Angle Rotor
Capacity: 8x50m| round sotcom
Max Speed: 10000r/min
Max RCF: 11020xg

Tube Size: ®29x111mm

No.7

Rotor: Fixed Angle Rotor
Capacity: 6x10ml

Max Speed: 16000r/min
Max RCF: 18950xg
Tube Size: ®16x86mm

No.10

Rotor: Fixed Angle Rotor
Capacity: 6x100ml

Max Speed: 8000r/min
Max RCF: 7720xg

Tube Size: ®37x123mm
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Rotor: Fixed Angle Rotor
Capacity: 24x1.5/2.2ml
Max Speed: 16000r/min
Max RCF: 24760xg
Tube Size: ®11x42mm

No.5-1

Rotor: Fixed Angle Rotor
Capacity: 6x50m| round Bottom
Max Speed: 12000r/min

Max RCF: 15700xg

Tube Size: ®29x111mm

No.6-2

Rotor: Fixed Angle Rotor
Capacity: 8x50ml conical Bottom
Max Speed: 10000r/min

Max RCF: 11020xg

Tube Size: ®29x116mm

No.8-1

Rotor: Fixed Angle Rotor
Capacity: 8x15ml

Max Speed: 13000r/min
Max RCF: 14930xg
Tube Size: ®17x121mm

No.11

Rotor: Microplate Rotor

Capacity: 2x2x48holex0.2ml

Max Speed: 4000r/min
Max RCF: 1500xg
max: ®128x48x60mm

No.4-1

Rotor: Fixed Angle Rotor
Capacity: 12x10ml

Max Speed: 13000r/min
Max RCF: 15630xg
Tube Size: ®16x86mm

Ne:5-2

Rotor: Fixed Angle Rotor
Capacity: 48x1.5/2.2ml
Max Speed: 12000r/min
Max RCF: 15700xg
Tube Size: ®11x42mm

No.6-3

Rotor: Fixed Angle Rotor
Capacity: 12x15ml

Max Speed: 10000r/min
Max RCF: 11020xg
Tube Size: ®17x121mm

No.8-2

Rotor: Fixed Angle Rotor
Capacity: 6x30ml

Max Speed: 13000r/min

Max RCF: 14930xg

Tube Size: ®25.5x100mm
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