TD- 52 Bechtop Low Speed Centrifuge

ADVANTAGE

*

*

Variable Frequency Motor
Variable frequency motor has high speed accuracy,long life and low noise, it" s maintenance free.

Can store 1000 programs

User can save frequently used parameters as program, this centrifuge support storing 1000
programs

Automatic fault diagnosis

Automatic fault diagnosis. Monitoring important parameters like current,voltage to protect mahcine.

FEATURES
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Digital display parameters.

Program No.,Rotor No.,Speed and Time display together.
All steel housing,304 stainless steel chamber

20 levels acceleration and deceleration.

5-stage centrifugation is available.

Timing model:hour/minute or minute/second.

Electronic lid lock.

RCF can be set directly without RPM/RCF conversion.
Can change parameters under operation.
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TECHNICAL PARAMETER

m Max Speed Max RCF Max Capacity |Speed Accuracy

5000rpm 4650xg

8x100mI(4000rpm)

+10 r/min 15-99H59min59s/Inching

<60dB(A 220V 50Hz 10A 550x430x350 40Kg 500W
ROTOR PARAMETER
No.1 No.1 No.2
Rotor: Swing Out Rotor Rotor: Swing Out Rotor Rotor: Swing Out Rotor
Capacity: 4x100ml Capacity: 4x50ml Capacity: 32x15ml
Max Speed: 5000r/min Max Speed: 5000r/min Max Speed: 4000r/min
Max RCF: 4650xg Max RCF: 4650xg Max RCF: 2980xg
Tube Size: ®38x114mm Tube Size: ®30x116mm Tube Size: ®17x121Tmm
Can choose adaptor for blood tube
No.2 No.2
Rotor: Swing Out Rotor Rotor: Swing Out Rotor Rotor: Swing Out Rotor
Capacity: 24x15ml Capacity: 8x50ml Capacity: 8x100ml
Max Speed: 4000r/min Max Speed: 4000r/min Max Speed: 4000r/min
Max RCF: 2980xg Max RCF: 2980xg Max RCF: 2980xg
Tube Size: ®17x121mm Tube Size: ®30x116mm Tube Size: ®38x114mm
Can choose adaptor for blood tube
No.2 No.3

Rotor: Swing Out Rotor
Capacity: 48x2-7ml blood tube
Max Speed: 4000r/min

Max RCF: 3100xg

Tube Size: ®13x75-100mm

Rotor: Microplate Rotor
Capacity: 2x3x96holex0.2ml
Max Speed: 4000r/min

Max RCF: 1970xg

max: 128x87x60mm
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